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Abstract 14 
Detectors based on compound semiconductor materials like CdTe and CdZnTe are more susceptible to defect-15 
related spectral distortions than elemental semiconductors like Si or Ge. During the design process of new 16 
detectors based on these materials it is crucial to consider the effect of these distortions on the detector 17 
performance. Due to the diverse range of application areas in which these detectors may be used, the detector 18 
geometry must be selected to match the desired application of the device. For those requiring the detection of 19 
photons across a broad energy range (1 – 1000 keV), the detector design must account for a variety of different 20 
interaction processes. 21 
The simulation framework presented in this paper includes all the physical processes involved in the formation 22 
of the detector signal, from the radiation absorption mechanisms to the influence of the electrode geometry. A 23 
simulation system based on first principle calculations is used which consists of a Monte Carlo simulator, a 24 
Finite Elements Method (FEM) calculator and numerical computation software. The framework simulates the 25 
radiation-semiconductor interaction, the charge carrier transport and the role of the electric field and weighting 26 
field in signal induction on the electrodes. This tool allows to simulate the entire experimental arrangement 27 
including the use of attenuators, collimators and scattering surfaces. The ability to accurately simulate the 28 
detector response to radiation and its surroundings provides a powerful tool for the realization of a new 29 
generation of detector systems. 30 
In order to validate the simulation framework, CdZnTe-based detectors with several contact geometries have 31 
been modelled and the output of the simulations have been compared to experimental data. A comparison 32 
between the simulated and measured responses demonstrate the power of this technique. 33 
 34 
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 38 
1. Introduction 39 
 40 
Ionizing radiation detectors are today employed in a diverse range of applications: these include environmental 41 
surveillance (background radiation monitoring), homeland security, astrophysics (gamma-ray space-42 
investigation), non-destructive testing (in-line checks for food or products quality), and medical imaging. 43 
Over the last few decades the prominence of semiconductor-based devices within the X-ray and γ-ray imaging 44 
communities has grown replacing traditional scintillator-based systems. Unlike scintillators, semiconductor-45 
based detectors directly convert the ionizing radiation into an electrical signal leading to devices with much 46 
higher energy resolution. In addition, the ability to segment detector electrodes allows to produce devices with 47 
much higher spatial resolution [1-3]. 48 
One of the key advantages of compound semiconductor materials like CdTe and CdZnTe over traditional 49 
elemental semiconductors like Si and Ge is their wide bandgap and resulting high resistivity (> 1×109 Ω cm) 50 
which allows them to be easily operated at room temperature. Moreover, its density provides high efficiency 51 
across a broad range of photon energies 1 – 1000 keV. On the other hand, the greater crystallographic 52 
complexity of the binary and ternary semiconductors means they are more susceptible to defect-induced 53 
spectral distortions compared to Si or Ge. Understanding the properties of these compounds is crucial during 54 



 

the designing process of new detectors. The engineering of the crystal dimensions and the contact geometry 55 
can be used to optimise the detector final performance in order to limit the effect of charge trapping and charge 56 
sharing effects. In particular, the electrode fabrication technology and design play a key-role: if not optimized, 57 
this may result in poor performance even when a high-quality material is used. The optimal electrode geometry 58 
will depend on the final application: energy range, photon flux and collecting angle are important factor which 59 
must be considered. 60 
In this paper a simulation framework based on first principle calculations is presented. The tool can simulate 61 
the main physical processes involved in the detection of X- or γ-rays, from the radiation absorption 62 
mechanisms to the influence of the electrode geometry on the signal generation process. The capability to 63 
predict the detector response and to engineer it before beginning the costly device fabrication and testing 64 
process has the potential to drastically improve the development of the next generation of detector systems [4-65 
8]. 66 
The framework is composed by three main blocks: the radiation-semiconductor interaction is simulated by 67 
Monte Carlo methods in GEANT4; the electric and weighting fields are simulated by finite elements method 68 
with COMSOL Multiphysics; finally, the charge carrier transport and signal induction are calculated in 69 
MATLAB environment. 70 
A comparison between simulated and measured spectra have been carried out in order to validate the power of 71 
this tool. CdZnTe-based detectors with different dimensions and contact geometries have been simulated and 72 
the agreement with the respective experimental measurements has been quantified. 73 
 74 
 75 
2. Simulation methods and results 76 
 77 
Several simulation techniques reported in the literature are based on semi-empirical approaches [9-12]. 78 
Unfortunately, even if good results can be achieved using these techniques, they require specific device 79 
characterization measurements to calibrate the parameters of the chosen model (such as electric and weighting 80 
field approximation or parametrization of tailing effect due to hole trapping). By comparison, the proposed 81 
simulator does not require preliminary calibration and the spectroscopic response of the detector can be 82 
calculated without producing prototype devices and collecting experimental data to train the model. Simulator 83 
requires parameters that are related to constituent material (transport properties and spatial charge), these 84 
parameters are typically provided by material sellers. A simulation-led design approach that allows a variety 85 
of electrode geometries and dimensions to be tested without the need for device fabrication and testing has the 86 
potential to deliver large benefits in terms of reduction in R&D costs. 87 
Our approach is based on the transport of charges generated by the interactions between the X-ray and γ-ray 88 
photons with the semiconductor material. The movement of these charges in the detector material induces a 89 
signal on the collection electrodes as described by the Shockley-Ramo theorem [14]. The charges collected at 90 
each electrode are calculated by integrating the simulated signals over time and adding random electronic noise 91 
with a Gaussian distribution as a first approximation; additional noise sources, such as the detector electronics, 92 
can also be introduced in this step of the simulation chain. This process is then repeated for several photon 93 
interactions and the charge detected for each pixel is recorded in an energy spectra per pixel. The simulator 94 
workflow is shown in Figure 1; each block is explained in detail below. 95 
 96 

Figure 1 97 
 98 
2.1 Simulation of electric and weighting fields 99 
The electric and weighting fields are calculated by using the “electrostatics” package of COMSOL 100 
MultiPhysics. Depending on the geometry and the required accuracy, this tool automatically creates an 101 
adaptive mesh which is denser in the high-gradient region and coarser elsewhere. Usually, the former regions 102 
are located near the anode in the case of small pixels/strips. Adaptive mesh builder is helped setting minimum 103 
(50 nm) and maximum (100 μm) elements size, number of volume elements used by the simulator is 104 
automatically calculated and typically varies from 1 to 5 106. Electric and weighting potential values are both 105 
extrapolated on a uniform 3D square mesh with about 5 μm steps, depending on the detector geometry and 106 
dimensions. The weighting field depends only on contacts geometry and is defined by the Shockley-Ramo 107 
theorem [13] and it describes the charge induced on a given electrode as a charge carrier drifts through the 108 
device. The weighting potential on the collecting electrode is calculated by setting its potential to 1 V whereas 109 
the potentials of all other electrodes are set to 0 V. The outputs of this block include: i) the X, Y and Z lattice 110 



 

coordinates; ii) the electric potential evaluated at each grid node and iii) the weighting potential at each grid 111 
node. The electric and weighting fields are successively calculated as the gradient of respective potentials. 112 
Thanks to the flexibility of the software, it is possible to simulate 3D detectors with any type of electrode 113 
geometry and configuration. In each simulation, the crystal dimensions, the location of the electrodes and their 114 
respective electric potential can be defined. This package allows to insert a spatial charge within the crystal 115 
which, in case of planar detector, leads to a linearly increasing/decreasing electric fields along the detector 116 
thickness. We assume a stationary conditions in which the electric field is not distorted by external factors. In 117 
fact, CZT is not affected by bias induced polarization effects which would otherwise create a dead layer region 118 
near one of the contacts due to an accumulation of positive or negative charge. Moreover, high-flux grade 119 
CdZnTe can hold high photon fluxes which translates into the absence of radiation induced polarization [14]. 120 
This assumption has been proven experimentally with different techniques [15-18]. 121 
 122 
The choice of detector geometry strongly depends on the properties of the semiconductor used as well as on 123 
the requirements of the final application. For example, in the field of X-ray and γ-ray spectroscopy researchers 124 
have developed different detector geometries which reduce the effects of severe hole trapping in CdTe and 125 
CdZnTe materials (single polarity charge sensing) [13, 19]. 126 
In the following sections the most typically used detector geometries are described. A qualitatively and almost 127 
size-independent behaviour of electric and weighting potentials for each geometry is shown in Figure 2 to 128 
provide a general overview of dominant trend. 129 
 130 
 131 
 132 
2.1.1 Planar-planar electrodes 133 
In the planar-planar configuration, two large continuous electrodes cover the two biggest faces of the 134 
semiconductor crystal as illustrated in the first row of Figure 2. 135 
Readout electronics is connected to one of the electrodes (typically the anode), while the bias voltage is 136 
provided to the other electrode (cathode). In such a geometry, the weighting potential is a linear function of 137 
depth within the detector and has a value ranging from 0 to 1. The resulting weighting field is uniform over 138 
the entire detector thickness (L). In this simple geometry, the weighting and electrical fields shapes are 139 
identical and the value of the electric field is equal to V/L, where V is the applied bias. 140 
 141 
2.1.2 Virtual Frisch-grid electrodes 142 
If trapping can be ignored during the drift time, as is usually the case in a high purity germanium detector 143 
(HPGe), the induced charge on the anode does not depend on the depth of interaction. In the case of CdTe and 144 
CdZnTe, the poor transport features related to the holes cause a strong photon interaction-depth dependency 145 
in the overall detector response. Interactions occurring close to the anode will result in signals that are 146 
dominated by the holes contribution, thus leading to a significant charge losses whereas interactions occurring 147 
close to the cathode are dominated by electrons and are less affected by charge loss. One of the first single 148 
polarity charge sensing techniques implemented in gas detectors was developed by Frisch [20]. In this 149 
geometry an additional grid contact between the cathode and anode has been introduced to reduce the 150 
significance of the charge induced by drifting ions while they are far from the anode. Since the fabrication of 151 
such a grid contact is not feasible in semiconductor detectors, a virtual grid is usually realized: the lateral 152 
surfaces of the detector are firstly covered with an insulating layer and then they are enveloped in a metallic 153 
sheet that plays the role of the Frisch grid. In this configuration, called virtual Frisch-grid [21], the lateral metal 154 
layer is close to the anode in order to minimize the region where carriers induce a signal. The resulting 155 
weighting potential is almost zero from the cathode to the end of the metallic layer and strongly increases near 156 
the anode (second row in Figure 2). The charge induced by the drifting carriers on the readout electrode is  thus 157 
close to zero until they enter the region close to the anode. 158 
Bolotnikov at al. [22] observed that virtual Frisch-grid detectors with rougher lateral surfaces yielded better 159 
spectroscopic performance, even though they had higher electronic noise and leakage current. It was proposed 160 
that the higher surface leakage current resulted in a more uniform electric field distribution inside the detector, 161 
thereby improving the charge collection efficiency. Similar effects were also obtained when the crystal edges 162 
were treated with a chemical process [22]. In order to replicate the response of realistic detectors, the 163 
simulations presented here include higher leakage currents on the lateral crystal surfaces. This effect is 164 
obtained by imposing a constant voltage gradient on detector edges.  165 
 166 



 

2.1.3 Coplanar grid electrodes 167 
A different method of obtaining single-polarity charge sensing in semiconductor detectors was implemented 168 
by Luke [13, 23] who employed the use of coplanar grid electrodes. The concept of a “coplanar grid” is 169 
illustrated in the third row of Figure 2. In this electrode design, the anode consists of two sets of interdigitated 170 
grids each with its own readout electronics which are referred to as grids “A” and “B” in the discussion that 171 
follows. A voltage difference between grid “A” and “B” is applied so that the selected carriers are always 172 
collected by one of the electrodes. If “A” is the collecting electrode, its weighting potential (Vw

A) is calculated 173 
by setting its to 1 V, while the potentials of the cathode and grid “B” are both set to 0 V [24]. The weighting 174 
potential map in the third row of Figure 2 has been obtained by solving the Laplace’s equation. Similarly, the 175 
weighting potential of electrode “B” (Vw

B) can be calculated by repeating the process but this time setting the 176 
potential of electrode “B” to 1 V, with the potentials of the cathode and grid “A” both set to 0 V. 177 
Figure 3 shows the behaviour of the weighting potential along a given cross-section through the detector (see 178 
the dotted line in the third row of Figure 2) which is perpendicular to the electrode surfaces and intersectings 179 
with the collecting electrode “A”. The cross-section of the weighting potential as observed in the neighbouring 180 
strip of electrode “B”, is also shown in Figure 3.  It can be noted that these two cross-sections, Vw

A and Vw
B, 181 

are almost identical for 0<z<L-P (where z is the linear coordinate along the line, P is the period of coplanar 182 
grid electrodes and L is the sample thickness), whereas for higher z values Vw

A approaches 1 and Vw
B rapidly 183 

drops to 0. 184 
In this instance, single-polarity charge sensing is implemented by reading out the difference between the 185 
signals induced on the collecting electrode “A” and the non-collecting electrode “B” (Vw

A - Vw
B) as shown by 186 

the black line in Figure 3. The resulting differential weighting potential is very similar to that of the virtual 187 
Frisch-grid detector where carriers induce a significant charge in the detector electronics only when they drift 188 
close to electrodes “A” and “B”. 189 
 190 

Figure 2 191 
Figure 3 192 

2.1.4 Drift-Strip electrodes 193 
Semiconductor detectors using strip electrodes were developed for two-dimensional position sensing [25, 26]. 194 
This geometry is also suitable for single-polarity charge sensing by reading out signals from individual strip 195 
electrodes [24-26]. The weighting potential of a specific strip is calculated applying 1 V on a given strip and 196 
then setting all the other electrodes (strips and the cathode) to 0 V. If the strip-pitch is much lower than detector 197 
thickness, the resulting weighting potential is close to zero in most of the detector volume, except very close 198 
to the strip (fourth row in Figure 2). 199 
Instead of using a strip detector for performing a two-dimensional position sensing, a small modification in its 200 
electrodes bias allows it them to be used as a drift detectors for high resolution spectroscopy [27, 28]. The 201 
electric potential shown in the fourth row of Figure 2 is obtained by using a stepped bias voltage profile, in 202 
which both the cathode and the outermost strips are held at the maximum bias voltage while the other strips 203 
are set to bias voltage which progressively reduced until 0 V is reached in correspondence to the central 204 
collecting strip. The resulting electric potential drives charge carriers towards the central collecting electrode 205 
regardless of their initial point of creation. 206 
 207 
2.1.5 Quasi-hemispheric electrodes 208 
Hemispherical detectors are obtained by using a small collecting anode at the focus point of the hemispheric 209 
cathode. The weighting potential of this small anode is calculated by applying a unit potential on the anode 210 
and grounding the cathode. The resulting weighting potential is almost null within most of the detector volume 211 
but rapidly rises to 1 as the carriers approach the anode. Analogously to the “drift-strip” configuration, the 212 
electric field within the detector results in the drift of charge carriers towards the small anode regardless of the 213 
position of their original creation. The use of this geometry allows the creation of detectors with large active 214 
volumes for high-energy X-ray and γ-ray spectroscopy while limiting at the same time the degraded 215 
contribution related to the holes low-mobility. 216 
With CdTe and CdZnTe the fabrication of hemispheric detector crystals is so technologically challenging that 217 
such a geometry is prevented, in that, a proper instrumentation would be required. The “quasi-hemispheric” 218 
detector geometry was thus proposed in order to overcome this limitation [29]. The idea is to realize the 219 
hemispheric detector on a parallelepiped-shaped CZT block, as shown in the fifth row of Figure 2, by 220 
maintaining the same anode shape and by extending a continuous metallization on the lateral surfaces. The 221 
physical manufacturing of such a detector is technologically feasible. 222 



 

The electric and weighting potential shapes obtained in this way are very similar to that of the hemispheric 223 
cathode configuration. Electrical current flowing between the pixel and the lateral metallized surfaces ensures 224 
a more uniform electric field distribution. 225 
 226 
2.1.6 Pixel electrodes 227 
Pixelated detectors are exploited in position-sensitive imaging applications [30, 31]. Single-polarity charge 228 
sensing is achievable when the pixel geometric dimensions are much smaller than the device thickness (the so-229 
called small-pixel effect) [32]. With this geometry the charge induced on a given pixel is small when the charge 230 
cloud is far from the pixel but rapidly increases as it moves close to the electrode (sixth row of Figure 2). 231 
Typically, pixel detectors also include a guard-ring electrode surrounding the whole array. The role of such 232 
additional electrode is to minimize the contribution, to the overall pixel response, introduced by the detector 233 
edges. In fact, lateral detector surfaces present a much lower resistivity than the bulk material , so that, due to 234 
the intense electric fields applied to the device for making it working properly, a very high surface leakage 235 
current typically flows through them. This current is collected by the detector readout electrode, thus strongly 236 
degrading the overall system performances in terms of a very high readout noise. The presence of a guard ring, 237 
which must be biased at either the same or very-close-to voltage as that of the pixels, instead, makes the surface 238 
leakage current to be collected by the guard itself. This prevents such current to be collected by the pixels 239 
front-end electronics, a beneficial situation which allows to significantly reduce the readout noise and thus to 240 
improve the energy resolution of the detector, especially for pixels at the edge of the array. 241 
 242 
2.2 Simulation of photon sources and radiation-matter interaction 243 
In the second simulation step the photon source and the radiation-matter interactions inside the crystal volume 244 
are simulated with GEANT4 [33]. This toolkit makes use of large database containing physical models and 245 
experimentally measured cross-sections to reproduce the absorption mechanisms of particles within matter via 246 
Monte Carlo simulations. We used the libraries G4EmStandardPhysics and G4EmLivermorePhysics which 247 
are specialized in electromagnetic interactions between photon and matter in the energy range from few keV 248 
up to tens of MeV. These packages allow to consider the following physical processes: 249 

● For photons: gamma-photon conversion to electron/positron pair, Compton scattering, Rayleigh 250 
scattering, photoelectric effect; 251 

● For both electrons and positrons: ionization, Bremsstrahlung, Multiple scattering, annihilation 252 
(positrons only). 253 

  254 
The tracking of secondary electrons or photons is possible, allowing to estimate the initial physical dimension 255 
of the charge cloud (see the next subsection). The distance cut-off limit for secondary particles in “multiple 256 
scattering” process type has been set to 500 μm. A planar ‘photon gun’ is defined whose size is identical to 257 
that of the detector sensor (except for synchrotron beam simulations, where the actual beam dimension has 258 
been used) and it is located at a distance of 50 cm. Photons trajectories are perpendicular to the plane of the 259 
detector and their spatial distribution on the face of the detector is assumed to be uniform. Eventual collimators 260 
or additional passive layers attenuating the radiation can be implemented in this step as well. The geometric 261 
dimensions of the detector and constituent materials are defined as in the previously described step. Both the 262 
released energy and coordinates of each either photon or electron interaction within the detector sensitive 263 
volume are saved into a CSV file. 264 
Different radiation sources such as radioactive isotopes (241Am, 57Co, 137Cs), X-ray tubes or synchrotron light 265 
have been simulated. The number of events generated in a single simulation was typically in the order of 106.  266 
 267 
2.3 Simulation of charge carriers transport and signal generation 268 
The carriers drift is simulated in the third step of the simulator (labelled “3a” in Figure 1) and the resulting 269 
readout current signal is so produced. The simulator assumes a charge carriers cloud starting point, within the 270 
detector volume, which is coincident to the generated charges interaction position calculated in the previous 271 
step (“2”). The charge carriers are then successively drifted according to the electric field obtained in step 272 
(“1”). The software calculates trajectories of both carriers types by means of an ODE (Ordinary Differential 273 
Equation) function. Once motion equations are generated, the software calculates the induced current for both 274 
electrons and holes via the Ramo-Shockley’s theorem. Carriers positions, trail paths and induced signals are 275 
all represented in Figure 4. In this plot, the actual position of the charge clouds and their routes are respectively 276 
shown (the colour indicates the intensity of the induced current).  277 
 278 



 

Figure 4 279 
 280 
By integrating the induced current on a given electrode as a function of time it is possible to determine the net 281 
induced charge. Theoretically, this is the correct value to use to get the spectrum but, in order to compare the 282 
simulated spectrum with the experimentally measured spectrum, it is also necessary to add the contribution of 283 
the readout electronics to the final detector signal (pulse shaping). The developed software accounts for this 284 
contribution by adding its specific behaviour instead of a simple current integration. 285 
For example, by considering only the electron contribution, the induced charge due to a charge initially located 286 

at 𝑟0
𝑖 is calculated as follows. The trajectory is obtained by using: 287 

 288 

𝑟𝑖(𝑡) = 𝑟0
𝑖 + ∫

𝑡

0
𝑣(𝑡′)𝑑𝑡′ = 𝑟0

𝑖 + ∫
𝑡

0
𝜇𝑒𝐸(𝑡′)𝑑𝑡′      (1) 289 

 290 
where 𝑣(𝑡′) is the carrier velocity, 𝜇𝑒 is the electron mobility and 𝐸(𝑡′) is the electric field experienced by the 291 
carriers in the time 𝑡′.  We assume that 𝜇𝑒 is independent from the electric field since its saturation occurs at 292 
value greater than 15000 V/cm [34]; typical field strengths in CdZnTe detectors are of the order of 5000 Vcm-293 
1. We have assumed the electric field is not time-dependent per se, but charges that travel inside the detector 294 
experience an electric field value that actually changes accordingly with that specific point in which, at any 295 
time instant, they are currently passing. For this reason, the electric field 𝐸(𝑡′) felt by carriers is time 296 
dependent. The induced current on a given electrode at time t is calculated using the Ramo-Shockley’s 297 
theorem: 298 
 299 

𝐼𝑖(𝑡) = 𝑄0 𝑒𝑥𝑝 (−
𝑡

𝜏𝑒
) 𝜇𝑒𝐸 (𝑟𝑖(𝑡)) ∙ 𝑊 (𝑟𝑖(𝑡)) = 𝑄0 𝑒𝑥𝑝 (−

𝑡

𝜏𝑒
)  𝑣(𝑡) ∙ 𝑊 (𝑟𝑖(𝑡)) (2) 300 

 301 

where 𝜏𝑒 is the electron lifetime, 𝑄0 is the initial charge and 𝑊 (𝑟𝑖(𝑡)) is the weighting field. The 𝜏𝑒 value 302 

used is obtained experimentally (see Table 2). Thus, it is an average value which considers both the effect of 303 
crystal defects and secondary phase like Te inclusions, a well-known recombination centre. Assuming a 304 
gaussian distribution of the charge density, the broadening of the carrier cloud as a function of the time due to 305 
the charge diffusion and the Coulomb repulsion can be calculated with the following equation: 306 

𝜎2(𝑡) = 𝜎2
0 + 2𝐷𝑡 + 2𝛼 ∫

𝑡

0

𝑑𝑡′

√𝜎2(𝑡′)
 with 𝐷 =

𝜇𝑘𝐵𝑇

𝑞
 and 𝛼 = (

3𝜇𝑁𝑞

4𝜋𝜀
)

√5

15
  (3) 307 

where 𝜎2(𝑡) is the variance at time 𝑡, 𝐷 is the diffusion coefficient, 𝜇 is the mobility, 𝑘𝐵 is the Boltzmann’s 308 
constant, 𝑇 is the temperature, 𝑁 is the number of charges, 𝑞 is the absolute electron charge and 𝜀 is the electric 309 
permittivity of CdZnTe. The initial cloud dimension 𝜎2

0 has been obtained via GEANT4 simulations in which 310 
secondary interactions of a photoelectron of a given energy are tracked (an example is shown in Figure 5). The 311 
variance has been obtained by fitting the energy weighted interaction positions with a gaussian model. The 312 

𝑊 (𝑟𝑖(𝑡)) value used to calculate the induced signal is obtained by weighted-averaging the weighting field on 313 

the whole charge cloud volume. This approach is powerful since it allows to include the effect of the cloud 314 
size on the current transient which becomes important at high energy as shown in figure 5. However, in most 315 
cases the geometric dimensions of the electrodes are much bigger than the charge cloud and typical times of 316 
flight in CdZnTe are about few tens of ns at most. Then, under a certain threshold the cloud can be considered 317 
as punctiform (see Figure 5). In the case of pixelated detectors this value is around 200 keV whereas for drift-318 
strips/hemispheric detectors the threshold is around 1 MeV. In fact, the electric field lines convergence 319 
counteracts the cloud spreading allowing a better collection efficiency. However, cloud splitting cannot be 320 
considered since only the trajectory of the cloud barycentre is calculated. 321 

 322 
Figure 5 323 

 324 
Finally, the induced charge is obtained by integrating Equation (2) with respect to time: 325 
 326 

𝑄𝑖𝑛𝑑 = ∫
𝑇𝑂𝐹

0
𝑄0 𝑒𝑥𝑝 (−

𝑡

𝜏𝑒
)  𝑣(𝑡) ∙ 𝑊 (𝑟𝑖(𝑡)) 𝑑𝑡      (4) 327 

 328 
where 𝑇𝑂𝐹 is the carrier time of flight that is the time required for the charges to complete their drift from the 329 
interaction position to the collecting electrode. Any contribution from the electronics components, if known, 330 



 

can be added in this simulation step. More accurate simulation results can be indeed achieved in case of 331 
knowledge about the transfer function that converts the induced charge signals into the read energy. This block 332 
has been implemented in MATLAB. 333 
 334 
2.4 Spectrum reconstruction 335 
As a final step (labelled “3b” in Figure 1) the energy spectra for each electrode is built starting from the induced 336 
charges calculated before. Events generated by the same photon are added together because they occur on a 337 
timescale of few picoseconds from each other and can be treated as a single event. For example, in the case of 338 
the generation of Cd and Te fluorescence photons, the charge induced by the interaction of these photons is 339 
added to the principal photon induced charge. In a pixelated detector, charge induced by fluorescence photons 340 
interacting far from the volume below the pixel is close to zero and then the contribution of these photons is 341 
lost, thus producing the escape peaks. 342 
Finally, the electronics noise is added to the simulated spectrum as a gaussian broadening whose extent 343 
depends on the specially adopted electronic read-out chain. This value has been evaluated for all the 344 
investigated test-cases for comparison with the experimental data collected with the real detectors (Figure 6). 345 

 346 
Figure 6 347 

 348 
3. Validation of the model with experimental results 349 
 350 
Detectors with extremely different geometries were simulated and the results compared with those obtained 351 
from measurements in order to validate the simulator. In the following paragraphs, the characteristics of the 352 
tested devices, together with their relative, readout systems, are described. The following table summarizes the 353 
different geometries which have been tested. 354 

Table 1 – Summarization of tested detectors and photon source. 355 
Geometry Dimension Photon Source 

Large pixel detector 
Detector 4x4x2.8 mm3 

Pixel 2x2 mm2 

241Am 
nuclear source 

Small pixel detector 
Detector 5.5x19.2x2.5 mm3 

Pixels 0.2x0.2 mm2 

25 and 50 keV 
monochromatic 

synchrotron radiation 

Drift-strip detector 
Detector 20x4.5x6 mm3 

Strips 0.25 mm 
Gap 0.55 mm 

137Cs 
nuclear source 

 356 
The comparative criteria are different for each spectrum, since the distortions which affect the energy spectrum 357 
and the possible sources of mismatch depend on several parameters such as the energy range, the physical 358 
surroundings and the electronic noise. These criteria are listed below (all spectra are normalized by area): 359 
 360 

● Normalized Standard Deviation (NSD) 361 

𝜎 = √∑
(𝐸𝑖

 − 𝑆𝑖
 )

2

𝑁
 362 

Where 𝐸𝑖
  and 𝑆𝑖

  are the number of counts of the experimental and simulated spectra in the 𝑖-th 363 
bin, respectively, and 𝑁 is the total number of bins (8192). 364 

● Area under the Compton edge (AC). Used for Cesium spectra 365 

𝐴𝐶𝐸 = ∑

𝑃ℎ𝐸 < 500 𝑘𝑒𝑉

𝐸𝑖  366 



 

𝐴𝐶𝑆 = ∑

𝑃ℎ𝐸 < 500 𝑘𝑒𝑉

𝑆𝑖 367 

Where 𝑃ℎ𝐸 is the photon energy 368 
 369 

● Photopeak/Compton edge ratio (P/C)  370 
● Area under the fluorescence and escape peaks (AFE). Used for Am spectra 371 

𝐴𝐹𝐸𝐸 = ∑

𝑃ℎ𝐸 < 40 𝑘𝑒𝑉
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𝐴𝐹𝐸𝑆 = ∑

𝑃ℎ𝐸 < 40 𝑘𝑒𝑉
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 374 
 375 
3.1 Large-pixel detector 376 
The simulations were initially validated considering the case of a large single-pixel detector. The sample was 377 
realized with Redlen standard spectroscopic grade CdZnTe material. Gold contacts were fabricated on the 378 
CdZnTe crystal using an electroless deposition process [35-36]. The dimension of the cathode electrode is 4 × 379 
4 mm2 and the anode consists of a central pixel of 2 × 2 mm2 surrounded by a guard ring. The CdZnTe crystal 380 
thickness is 2.8 mm and the pixel-guard ring gap is 50 μm. The spectroscopic performance of detectors with 381 
these same dimensions have already been previously characterised by Abbene et al [37-38]. The detector was 382 
biased at -800 V and the cathode has been irradiated with a 241Am γ-ray source (~60 keV). Detector temperature 383 
was 25°C. The detector electronics used for these measurements consisted of a charge sensitive preamplifier 384 
and a digitizer that captured the pulse shapes measured at the anode pixel. Digital pulse shape processing was 385 
used to shape the signals from the charge sensitive preamplifier. Electronic noise was 2.1 keV. 386 
The comparison between the experimental and the simulated energy spectrum is shown in Figure 7. The 387 
simulation was carried  out for spectroscopic grade CdZnTe material using the values for the charge carrier 388 
transport properties listed in Tab. 2 [39]. Both the simulated and the measured spectra demonstrate a high 389 
degree of agreement and, consequently, a small NSD value of 0.003 calculated across the energy range 0 – 80 390 
keV. The experimental and simulated AFE values are 0.596 and 0.598, respectively, which corresponds to a 391 
difference of 0.3%. 392 
 393 
Table 2 – Overall table containing simulation parameters for all experiments (Carriers parameters measured by Thomas 394 

et al. for standard Redlen CdZnTe. [36]). 395 
Parameter Large-Pixel Detector Small-Pixel Detector Stripes Detector 

Electron Mobility 1000 1000 cm2/Vs 1000 cm2/Vs 

Electron Lifetime 11 μs 11 μs 11 μs 

Hole Mobility 88 88 cm2/Vs 88 cm2/Vs 

Hole Lifetime 0.2 0.2 μs 0.2 μs 

Cathode Bias Voltage - 800 V - 750 V - 450 V 

Drift-Strips Bias Voltages Not present Not present 
- 450 V ; - 300 V ; - 150 

V 

Anode Bias Voltage 0 V 0 V 0 V 

Photon Source 241Am 

25 and 50 keV 
Monoenergetic beam, 
10x10 μm2 large and 

aligned with pixel 
centre 

137Cs 

Source Position 
5 cm far along the 
main detector axis 

Not relevant, 
collimated beam 

10 cm far along the 
main detector axis 

Gaussian Electronic Noise 2.1 keV 0.7keV 6 keV 



 

 396 
 397 

Figure 7 398 
 399 

 400 
3.2 Small-pixel detector 401 
The second validation of the simulation framework was carried out for a 2D pixelated detector. This detector 402 
was fabricated from 2.5 mm thick standard Redlen spectroscopic grade CdZnTe material. The cathode area 403 
was 5.5 × 19.2 mm2 and the anode consisted of an array of 20 × 75 pixels having a pitch of 250 μm with a pad 404 
side width of 200 μm and an inter-pixel gap of 50 μm. The detector was flip-chip-bonded directed to the 405 
spectroscopic X-ray imaging Hexitec ASIC [40]. The measurement was carried out at 28°C, further details 406 
about the electronics setup are reported by Jones at al. [40]. The detector testing was performed at the Diamond 407 
Synchrotron (UK) using a collimated beam of monochromatic X-rays. The 10×10 μm2 beam was collimated 408 
using two sets of tungsten slits and was aligned with the pixel centre. Two different monochromatic X-rays of 409 
25 and 50 keV (below and above the K-edge of Cd and Te) were used. The electronic noise is 0.7 keV which 410 
corresponds to a FWHM of 2.7% and 1.5% at 25 and 50 keV, respectively. The comparison between the spectra 411 
measured using the HEXITEC ASIC and the simulation outputs are shown in Figure 8. Simulation parameter 412 
are listed in Table 2. 413 

 414 
Figure 8 415 

 416 
 417 
In both cases a remarkable agreement has been achieved with NSD values of 0.012 and 0.018. The greater 418 
value of the 50 keV spectrum is due to the low energy tailing of the experimental peak. This distortion can be 419 
ascribed to scattering effects from the measurement setup that were not considered in the simulation. The 420 
experimental and simulated AFE values are 0.198 and 0.202, respectively, which corresponds to a difference 421 
of 0.2%. 422 
 423 
3.3 Strip detector 424 
As last validation we report a comparison with a completely different detector geometry which was fabricated 425 
as part of a flagship project to develop a radiation detector that was mounted on an Unmanned Aerial Vehicle 426 
(UAV). The aim of this project was to develop a technology that could aid human operators during the 427 
examination of radioactively contaminated areas [30, 41, 42]. The application is different from the previous 428 
examples: in this case the energy range spans up to ~1 MeV. 429 
The prototype detector is a modular system composed of four 20.0 × 4.5 × 6.0 mm3 CdZnTe detectors with a 430 
strip electrode geometry. The detectors were fabricated from standard Redlen spectroscopic grade CdZnTe. 431 
The detectors consisted of a planar cathode and a segmented anode of seven 250 μm strips with an intergap of 432 
550 μm (Figure 9). This strip geometry was chosen in order to ensure a high energy resolution for energy 433 
radiation greater than 100 keV without the need for large numbers of readout channels. Each module was 434 
connected to an analog readout system developed by Due2Lab s.r.l. (Parma, Italy). Each readout channel 435 
includes CSP (cremat CR110, 140 𝜇s of decay time), shaper amplifier (2 𝜇s of shaping time) and peak detector. 436 
  437 

 438 
Figure 9 439 

 440 
A 137Cs spectrum has been simulated with the same operating conditions of the experimental measurement 441 
(Table 2). In order to prevent the detector to collect unwanted scattered photons, the 137Cs radioactive source 442 
was collimated with lead and the device was then placed close to the collimator aperture. The measurement 443 
was carried out at room temperature. 444 
 445 

 446 
Figure 10 447 

 448 
The NSD value is 0.0003. The experimental and simulated AC values are 0.815 and 0.824, respectively, which 449 
corresponds to a difference of 1%. The experimental and simulated P/C ratio values are 2.44 and 2.3, 450 
respectively, which corresponds to a difference of 5%. In this case the electronic noise seems to be 451 



 

underestimated in the low energy region which leads to an excessive broadening. This is suggested by the 452 
discrepancy of the peak-to-valley ratio. At ~200 keV the backscattering peak can be observed in the measured 453 
spectrum which is indeed produced by the physical surroundings of the detector. Since the simulations have 454 
been performed assuming a bare crystal, this feature does not appear. However, it could be easily implemented 455 
in the Geant4 block. 456 
 457 
4. Conclusions  458 
 459 
A simulation framework based on first principle calculations has been developed and successfully validated 460 
by comparison with the experimental results obtained with real detectors having three different geometries. 461 
The validation has been carried out for a wide range of photon energies (from 25 keV to 660 keV) and has 462 
demonstrated the capability of reproducing different radiation-matter interaction mechanisms (photoelectric 463 
absorption, Compton scattering, CZT fluorescence edges and escape peaks). The simulations proved to 464 
correctly replicate features related to charge carrier trapping mechanisms in CdZnTe material that results in 465 
the presence of low energy tailing within the resulting spectra, as demonstrated for the large-pixel detector. 466 
The simulated spectra show a remarkable agreement with the experimental data which has been quantified 467 
with the normalised standard deviation (NSD), the area under the Compton edge (AC), the photopeak/Compton 468 
edge ratio (P/C) and the area under the fluorescence and escape peaks (AFE). The discrepancies are probably 469 
mainly related to secondary radiation. In principle, spectral distortions due to backscattering could be 470 
reproduced by properly modeling the physical surroundings of the detector. 471 
Different mechanisms such as Compton scattering, escape, fluorescence and annihilation introduce, within the 472 
measured spectrum, both a continuous background and spurious peaks. Several methods based on different 473 
approaches (stripping method, genetic algorithm, regularization methods) have been proposed so far [43-45] 474 
to remove these undesired effects. They all rely on the experimental measurement of the response function of 475 
the detector. The accuracy of the presented simulation framework provides an alternative method for 476 
calculating the response function of detectors and allows the calibration and testing of correction algorithms 477 
prior to the actual fabrication of real devices. 478 
In conclusion, the main power of this simulation framework is that excellent results can be obtained without 479 
the need of experimental measurements, granting large benefits in terms of research and development costs. 480 
The detector design can be accurately optimized for specific applications prior to fabrication. Furthermore, 481 
information like the electric field, the weighting field and the induced current transients can be very useful for 482 
the simulation-led design of readout electronics and correction algorithms [46,47]. 483 
 484 
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 644 
Figure captions 645 
 646 
Figure 1 – Simulator concept scheme. 647 
 648 
Figure 2 – Qualitative results of the simulation on different kind of example detectors: contacts type and 649 

detectors shape are represented in the first column; weighting potential maps of a cross-section 650 
of each detector are in the second column; normalized electric potential maps of a cross-section 651 
of each detector are in the third column (further details in the text). Dotted line for coplanar 652 
configuration is related to Figure 3 plot.   653 

 654 
 655 
Figure 3 – Weighting potential calculated along the dotted line showed in Figure 2 (coplanar grid, weighting 656 

potential map) for electrode A and B. The black line represents the difference between the two. 657 
 658 
 659 
Figure 4 – Representation of carrier transport and signal induction in a randomly chosen moment of carrier 660 

travel simulation. The actual position of carriers and their route are respectively represented 661 
with dots and routes. The colour and intensity of the line represents the electric current induced 662 
on the anode. Simulation concerns only the electron transport in a quasi-hemispherical detector.   663 

 664 
Figure 5 – Left: example of interaction positions of a photoelectron and its secondary particles. Right: time 665 

evolution of carrier cloud size generated by photoelectrons in the range 50-1000 keV due to 666 
Coulomb repulsion and charge diffusion. 667 

 668 
Figure 6 – Left: spectrum obtained by adding together the deposited energy of multiple interactions of each 669 

single photon (only Geant4 simulation). Centre: spectrum after the electrode charge collection. 670 
Right: spectrum after the gaussian broadening. 671 

. 672 
 673 



 

Figure 7 – Comparison between experimental and simulated energy spectra of 241Am nuclear source. 674 
 675 
 676 
Figure 8 – Comparison between simulated and measured spectra of 25 (a) and 50 keV (b) monochromatic 677 

synchrotron radiation. 678 
 679 
 680 
Figure 9 – 3D model of strip detector, electronics readout system and UAV prototype. 681 
 682 
 683 
Figure 10 – Comparison between simulated and measured spectra achieved with stripe detector and 137Cs 684 

nuclear source. 685 
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